
ANF RH95 

BENEFITS 

• Non-directional fissured visual
• Easy to install and maintain
• Improved humidity resistance: RH95

APPLICATION AREAS

• Small Offices
• Education
• Clinics & Nursing homes
• Retail
• Corridors / Lobbies



ANF RH95

l  = 0.052 - 0.057 W/m2K

UK Class 0/Class 1 (BS 476 Pt - 6&7)

@ 3.0 kgs/m2

RH 95% 

 Prelude XL 24 mm Prelude XL 24 mm Suprafine XL 15 mm/
   Silhouette

 600 x 600 x 15 mm . . . . . . . . . . . . . . . . . . . W8672. . . . . . . . . . . . . . . . . . . . . . . . .W8676 . . . . . . . . . . . . . . . . . . . . . . . . . W8678. . . . . . . . . . . .  
 
 600 x 1200 x 15 mm . . . . . . . . . . . . . . . . . . W8674. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . W8679. . . . . . . . . . . .

ANF RH95 BOARD TEGULAR BEVELLED TEGULAR

warranty
10 YEAR
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* Warranty offered only when ceiling tiles installed with Armstrong steel angles and installation is carried out as per Armstrong recommendations.
  For more details please refer the Armstrong India website.


