
CLASSIC LITE RH99

KEY SELECTION ATTRIBUTES

• Non-directional Pin Hole Visual saves 
   installation time & wastage
• Superior Humidity Resistance: RH99

APPLICATION AREAS

• Offices
• Education
• Healthcare
• Retail
• Corridors / Lobbies



CLASSIC LITE RH99

UK Class 0/Class 1 (BS 476 Pt - 6&7)

@ 87% 

l  = 0.052 - 0.057 W/m2K

@ 3.1 kgs/m2

99% RH

 XL 24 mm XL 24 mm Suprafine XL 15 mm/
   Silhouette

 600 x 600 x 16 mm . . . . . . . . . . . . . . . . . . . . . . H1890M . . . . . . . . . . . . . . . . . . . . . . .H1892M . . . . . . . . . . . . . . . . . . . . . . . . H1893M. . . . . . . . .

 600 x 1200 x 16 mm . . . . . . . . . . . . . . . . . . . . . H1671M . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

 

CLASSIC LITE RH99 BOARD TEGULAR BEVELLED TEGULAR

warranty
30 YEAR

NRC = 0.50

CAC = 30 dB

With Armstrong Steel Angle
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