
DUNE MAX RH99

KEY SELECTION ATTRIBUTES

• High Sound absorption : 0.7 NRC 
• High light reflectance ≅ 85%
• Suitable for green buildings due to 
   High recycled content - 63%
• Superior Humidity Resistance: RH99

APPLICATION AREAS

• Offices / Call Centre
• Education
• Retail
• Conference Rooms
• Auditoriums
• Corridors / Lobbies



DUNE MAX RH99

UK Class 0/Class 1 (BS 476 Pt - 6,&7)

≅ 85% 

l  = 0.052 - 0.057 W/mK

≅ 4.16 kgs/m2

99% RH

 XL 24 mm XL 24 mm Suprafine XL 15 mm/
  Silhouette

 Board & Tiles

 600 x 600 x 20 mm . . . . . . . . . . . H4980 . . . . . . . . . . . . . .H4984 . . . . . . . . . . . . . H4988 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

 600 x 1200 x 20 mm . . . . . . . . . . H4981 . . . . . . . . . . . . . .H4985 . . . . . . . . . . . . . H4989 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

 Planks

 300 x 1200 x 20 mm . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SC97169 . . . . . . . . . . . SC97259 . . . . . . . . . . SC97259 . . . . . . .  

DUNE MAX RH99 BOARD TEGULAR BEVELLED TEGULAR SL2 K2C2

warranty
30 YEAR

With Armstrong Steel Angle

63%
Recycled Content Light Reflectance Concentration

� � � ��

LEED Credits
Energy Waste

Mgmt
Recycled
Content

Renewable
Materials

Low-emitting
Materials

Daylight
& Views

85%

Hz
a

W
  NRC 125 250 500 1000 2000     4000 Hz

0.60 0.70 0.40 0.45 0.65 0.80 0.85 0.70 a
P
 

CAC = 33 dB

20mm

M=6.5mm
D =7.5mm

9.5mm

20mm 8mm
20mm

4.5mm

26mm

13mm

11.5mm

17mm
9mm

A B

19mm

12mm

2mm

9.5mm

17mm

19mm


