
VISUAL OPEN CELL V49 

KEY SELECTION ATTRIBUTES

• Open cell visual for superb aesthetics
• Enhance sound absorption with
   acoustical fleece
• Provides a monolithic ceiling appearance

APPLICATION AREAS

• Conference rooms
• Banquest halls
• Reception Areas
• Corridors



VISUAL OPEN CELL V49 

EEA Euroclass A2-s1, d0

RUS KM1 (G1,V1, D1, T1) FZ123

l  = 0.052 - 0.057 W/m2K

@ 4.0 kgs/m2

70% RH

  Suprafine XL 15 mm/
 Silhouette

 600 x 600 x 19 mm . . . . . . . . . . . . . . . . . . . 8580 M . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

VISUAL OPEN CELL V49 BEVELLED TEGULAR

a W NRC 125 250 500 1000 2000    4000 Hz 

• V49 + fleece 
0.50(H) 0.50 0.10 0.30 0.40 0.50 0.75 0.90 a P

• V49 + fleece + 25 mm x 20 kg/m3 fibreglass overlay
0.95(H) 0.90 0.35 0.80 0.95 0.90 1.00 1.00 a P
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REDUCTION 63
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A/58 mm
B/15 mm 
C/6.50 mm
Open area: 45.6 %
Cut off angle: 
18° 


